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1 INTRODUCTION

Your Fire Risk Assessment

Afirerisk assessment is required in England and Wales by the Regulatory Reform (Fire Safety) Order 2005 and in Scotland by the Fire
(Scotland) Act 2005; other countries will have their own legislation.

The purpose of this report is to provide an assessment of the risk to life from fire in this building and, where appropriate, to make
recommendations to ensure compliance with fire safety legislation. This report does not address the risk to property or business
continuity from fire.

This FRA should be reviewed by a competent person by the date indicated above or at such earlier time as there is reason to suspect
that it is no longer valid or there have been significant changes.

Where your control measures were found to be adequate you must monitor and maintain those measures to ensure conditions do
not deteriorate.

It is critical that the findings of the fire risk assessment are acted upon and that the significant findings of the assessment (and the
assessment itself) are kept up to date.

The person with overall responsibility should nominate members of the management team to take ownership of each of the action
points.

Important Note

Although the Consultant has exercised all due diligence in the inspection of your premises and in the preparation of this report,
there may be other matters that were not taking place at the time of the visit or that occur and the Consultant was not informed of
those matters. You should, therefore, carefully consider this report in its entirety to satisfy yourself that the main fire hazards and
risks associated with your business have been covered.

Where fire compartments / fire dampers / ceiling voids were considered inaccessible for safety reasons and could not be physically
accessed or were outside the visual range, the assessor cannot provide technical comment on these areas. Under these
circumstances the responsibility to provide this technical information rests with the duty holder.
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Assessment Risk Scoring & Methodology

The building risk score is a subjective calculation based on how likely the Consultant believes a fire is to occur and how severe the
consequences (severity of injury or death) might be if that fire were to happen.

The type of people that occupy a building, the risk of arson, and the ignition sources present are common examples of what affects
the likelihood of fire. However, fairly simple steps can often be taken to reduce the possibility of fire.

The other objective is to mitigate the severity of a fire, its intensity and the smoke it produces. Occupants' mobility and their ability
to escape are primary considerations, along with how quickly the fire would spread and how many people it might affect.

The matrix below explains how the Consultant determines the building risk score. Carrying out the assessment's action
recommendations should reduce the risk score.

SEVERITY »
w LIKELIHOOD SLIGHT HARM MODERATE HARM EXTREME HARM
Low TRIVIAL TOLERABLE MODERATE

MEDIUM TOLERABLE MODERATE SUBSTANTIAL

HIGH MODERATE SUBSTANTIAL INTOLERABLE

Limited action is required, review FRA as recommended; existing controls are generally

TRIVIAL RATING .

satisfactory.
TOLERABLE RATING No major additional controls required. However, there might be a need for some improvements.
MODERATE RATING Essential action must be made to reduce the risk. Risk reduction measures should be

implemented within a defined time period.

SUBSTANTIAL RATING Considerable resources might have to be allocated to reduce the risk. Improvements should be
undertaken urgently.
INTOLERABLE REYIIN[EN Imminent risk of significant harm. Immediate action required.

Action Timescales and Severities

All remedial actions are given a timescale. Ideally, this is the time to resolution, but where work takes longer (for example, because
it is a large or more complicated piece of work), it must have at least been initiated within this timescale.

LONG TERM MEDIUM TERM SHORT TERM IMMEDIATE

All remedial actions are also given a severity which distinguishes between matters that constitute breaches of legislation and
those that do not. Under the relevant fire safety legislation, breach of the requirements of the legislation in respect of fire
precautions constitutes a criminal offence only if the breach results in the risk of serious injury or death of one or more persons who
are lawfully on the premises, or in the immediate vicinity of the premises, in the event of fire.

BEST PRACTICE TRIVIAL

Matters that need to be addressed as Matters that breach legislation but are Serious breach of legislation, having
good practice, but that do not not considered to constitute a serious the potential for serious injury to
constitute a significant threat to threat to life safety occupants

occupants
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2 SUMMARY

Fire Risk Assessment
ASSESSMENT AND CERTIFICATE REFERENCE PRODUCED FOR THE RESPONSIBLE PERSON
RB-61GPGV Fritwell Village Hall Committee
ASSESSED ON, BY SPECIFICATION CONFORMSTO
25/10/2024, Mark Rowan (Fire Risk Assessor) (1) The Regulatory Reform (Fire Safety) Order 2005, HM Guides
& PAS79 2020. (2) Small and Medium Places of Assembly (ISBN
APPROVED / VALIDATED ON, BY 978185112 820 4).
07/11/2024, Mark Rowan (Fire Risk Assessor)
ASSESSMENT SCOPE
START DATE  RECOMMENDED REVIEW DATE Assessment applies only to the building specified.
25/10/2024 — 25/10/2025
FINDINGS
21 Actions /
Assessed Property
PROPERTY NAME ADDRESS
Fritwell Village Hall CIO Fewcott Road
Fritwell
PROPERTY REFERENCE Bicester
RB-ZSJ826 0X27 7QA
FIRE RISK RATING
LIKELIHOOD MEDIUM SEVERITY SLIGHT HARM RISK TOLERABLE
Normal fire hazards for this type of Outbreaks of fire unlikely to result in No major additional controls required.
occupancy, with fire hazards generally serious injury or death of any occupant However, there might be a need for
subject to appropriate controls (other (other than an occupant sleeping in a some improvements.
than minor shortcomings). room in which a fire occurs). Typically
high level of compartmentation.
ASSESSING ORGANISATION ot e Sar
Mark Rowan \FS M
53 East Street, Fritwell, Bicester, OX27 7PX v ——
07872 626795
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Assessor Remarks

Although the risk rating has been deemed 'Tolerable there is considerable scope for improvement and the actions within this
assessment must be addressed accordingly.

RB-61GPGV — 25/10/2024 — FRITWELL VILLAGE HALL CIO 5 21 RiskBase



3 PROPERTY

Address

PROPERTY NAME
Fritwell Village Hall CIO

PROPERTY REFERENCE
RB-Z5J826

Responsibility

Responsibility

(lient Name
Fritwell Village Hall Committee

Property Information

Building Information

Use
Other

General Building and Construction

ADDRESS
Fewcott Road
Fritwell
Bicester
0OX27 7QA

Responsible Person
Fritwell Village Hall Committee

Single-storey prefabricated concrete block construction, asbestos pitched roof.

Adjoining Buildings
None

Description of Final Exits

There are 5 x final exits comprising of 2 x dedicated outward opening double-leaf fire exits situated at the front of the premises and
a dedicated outward opening single fire exit to the right elevation of the premises. These are well within the guidance for travel
distances. A further double exit is to the rear right of the hall which is used when live music/stage events may obstruct the single
exit to the side. The kitchen/bar area has a conventional single exit to the rear.

Fire History
None reported

Floor Area m2
165m2 approx.

Floors (no. of)
1
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Build Date
1900-1966

Date of Previous FRA
14.01.2020
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General Description

The hall is used by the management committee to host events. It is also hired out to 3rd parties for private functions. The premises
is largely open-plan other than for the toilets and comprises of a small entrance foyer, 3 x toilets and the main hall with adjacent
kitchen/bar segregated via a non fire rated large timber serving hatch. There is a separate garage used for storage at the rear of the

premises.|

Stairways (no. of)
N/A

Balconies description
N/A

Lifts
0

Occupancy Information

Responsible Person
Trustees of Fritwell Village Hall CIO

Opening Hours
Limited/Varied

Occupancy and Capacity
100 standing or 70 seated.

Fire Evacuation Policy
Simultaneous

Fire Precautions

Emergency Lighting
Limited

Fire Detection

Final Exits (no. of)
5

Windows description
N/A

Premises Information Box
No

Site Contact
Helen Metcalfe

Occupants Especially at Risk
Children, mobility impaired persons

Sleeping Risk
No

Staff
0

Appears to comply with BS5839: Part 6 Grade F1/F2, Battery Smoke Detectors

Fire Extinguishers
Complies with BS5306 Part 3 & 8
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Security Features
Premises securely locked.
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4  FINDINGS

This assessment identifies 21 actions and 27 controls.

21 ACTIONS INCOMPLETE
SHORT TERM 12 ALL
MEDIUM TERM 8
NO TIMESCALE 1

Sources of Ignition

@ s the heating system (including portable heaters) properly used and regularly serviced?
The fixed heating system is sufficient in all areas, avoiding the need for portable heaters.
Wall mounted heaters are inspected regularly for signs of damage.
@ Does all fixed electrical equipment and wiring appear free from obvious defect with a
'satisfactory’ inspection dated within the past 5 years?

@ FVH should check that the unsatisfactory findings have, or are being addressed.

WHY The system has been inspected in the last 5 years on 10.10.2025, but is recorded as "unsatisfactory”

©® Are adequate controls in place for portable electrical equipment, including PAT testing,
suitable limitation of trailing leads and adaptors, guidance on the use of personal electrical
equipment?

Portable electrical appliances are recorded on an asset register and subject to annual PAT
testing, which was last completed on 10.12.2023.

@ Does the building have a lightning protection system?
©® Arereasonable measures taken to prevent fires resulting from cooking?

There are no fully operational kitchens, limited cooking is available by means of domestic
oven/hob (we were informed this is rarely used), toaster, microwave, kettle and
dishwasher. These are all PAT tested.

Arson and Smoking

@ Has a safe place outside of the building been designated for smokers and does it appear to be
properly controlled?

@ Designate an outside smoking area ideally away from the building and away from bins or
any accumulation combustible materials.

RB-61GPGV — 25/10/2024 — FRITWELL VILLAGE HALL CIO

ONGOING

27
YES
NO

SHORT TERM
REFERENCE ~ RB-NF7G87
DUE 07/12/2024
CATEGORY Servicing: Fixed

Electrical
YES
N/A
YES
NO

MEDIUM TERM

BEST PRACTICE
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WHY Smokers have no designated place to smoke and are choosing to smoke near bins and a fire exit
LOCATION

Externally at maine entrance/exit

©® Does basic security against arson (inc external bins) by outsiders appear reasonable, including
an absence of unnecessary fire load in close proximity to the building for ignition by
outsiders?

@ Itisrecommended to store the bins further away from entrance/exit which could be
chained to the fence at grassed area.
WHY Bins are found to be close to the building and not locked, leaving them susceptible to arson and the risk

of fire from arson spreading to the building.
Adjacent to main entrance/exit

LOCATION

Housekeeping

© Does the general standard of housekeeping seem adequate with all walkways and escape
routes kept clear, and risk rooms such as plant rooms and lift motor rooms not used as storage
areas?

@ Ensure high housekeeping standards are in place and effectively managed to ensure they
are maintained day to day, keeping all walkways, escape routes and final exits clear at all
times. Remove plant plots from outside fire exit.

WHY Escape routes that are obstructed can hinder the safe egress of occupants and could result in injury.
LOCATION

Fire exit to front

©® Are combustible materials kept away from ignition sources (especially heaters and electrical
equipment)?

@ No apparent issues observed at the time of the assessment. Existing standards are
adequate and should be maintained

Escape Routes

REFERENCE
DUE
CATEGORY

NO

REFERENCE
DUE
CATEGORY

NO

RB-98QDAK
07/02/2025
Management:
Housekeeping

MEDIUM TERM

BEST PRACTICE
RB-8YU22C
07/02/2025

Management:
Housekeeping

SHORT TERM

REFERENCE
DUE
CATEGORY

YES

RB-WVX7SH
14/11/2024
Management:
Housekeeping

When live music etc and dingke rxit at end of gall is obstructed m, ensure foubke foors to field at resr are unbolted and signed

appropriately. Main hall 16x7m.

© Areall electronically secured doors (on escape routes) fitted with an emergency release break
glass unit and do they fail safe in the event of a fire alarm or power failure? Are they tested?

©® Are the number, distribution and size of escape routes adequate given the expected
maximum occupancy of the premises?

@ Escape routes are easily identifiable with the correct signage to guide the occupants to
the nearest exit.
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YES

21
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The travel distances were adequate at the time of the assessment.

@ Do final exits open easily (without the use of a key), in the direction of escape where necessary
and provide unobstructed access to the assembly point?

@ The alternative rear double-exit which is used as a fire exit when the single exit to the
right is obstructed during music/stage events. MUST be unbolted during occupation at
these types of events with a sterile area of a minimum of 2 metres being maintained to
allow egress in an emergency.

WHY To allow quick egress and there be no reliance on having to slide multiple bolts/devices which can

become difficult to open in an emergency.
LOCATION Rear double doors to field

All other final exit doors are opened via a push bar mechanism and open freely

©® Where applicable are suitable provisions in place to evacuate people with mobility issues

The potential for disabled persons to visit the village hall is possible. However, it would be
reasonable to consider these persons would egress the same way as accessing. Hirers are

responsible for their own arrangements. During non-hired events, FVH users would assist

any persons with limited mobility.

© Is the fire assembly point identified and safe to reach?

The fire assembly point is on the grass verge on the pavement.

Measures to Limit Fire Spread and Development

Due to the small size and layout, doors are not required to be fire resisting.

@ Do all fire resisting doors appear to be in a serviceable condition and compliant with current
or earlier standards and acceptable as notional fire doors?

No Fire Doors Required.

©® Were all other fire doors fitted with suitable self-closers?
No Fire Doors Required.
©® Were all doors free of wedges and doors intended to be kept "Shut" or "Locked Shut"
appropriately signed and kept shut?
Although not required to be fire resisting doors, doors were kept closed.
© Aredisplay boards containing paper posters no bigger than Tm2 on exit routes, particularly
where it is the only means of escape?
Display boards located on escape routes are Tm2 or less in size and are managed
appropriately.
© Has there been any recent history of fires?
There was no evidence or knowledge of any fire loss at the

premises during the assessment.

@ Are reasonable precautions in place to limit the spread of flame (including wall and ceiling
linings)?
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NO

MEDIUM TERM

REFERENCE ~ RB-K3I8SG

DUE 14/11/2024

CATEGORY Management:
Training & Drills

YES

YES

YES

YES

YES

YES

NO

NO

2 RiskBase
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@ There were drapes/curtains observed at fire exits. We were unable to confirm that the MEDIUM TERM
drapes/curtains have either been treated with fire retardant materials or that they are BEST PRACTICE

manufactured using fire retardant materials.
REFERENCE  RB-LNPE4N

WHY Confirmation is required that the drapes/curtains are manufactured or have been treated using fire DUE 07/02/2025

retardant materials. CATEGORY ~ Repairs: General

Maintenance

©® Does compartmentation generally appear sound with no unstopped, or inappropriately YES
stopped penetrations?

The premises are largely open-plan with three toilets. There are no adjacent buildings
within 3 metres.

©® Where Cladding is attached to the outside walls of the building, is there evidence to show that NO CLADDING INSTALLED
the client has already taken steps to check it's suitability in terms of fire resistance for the
particular building type, and that the necessary approvals have been gained from building
control?

Emergency Lighting

© s the provision of emergency lighting suitable for all internal and external parts of the escape NO
routes, and is it being properly maintained?
@ Notall emergency lights were working. SHORT TERM
WHY Low or no light levels on the escape route could cause injury/delay to evacuating the premises quickly m
and safely.
REFERENCE  RB-URHJ2X
DUE 07/12/2024
CATEGORY Servicing: Emergency
Lighting
@ The emergency lighting system must be subjected to routine testing and maintenance, so SHORT TERM
that faults and major shortcomings are identified by this means, as stated by BS5266. NO SEVERITY

Emergency lighting system is not being properly maintained.
9 yig 9y 9 properly REFERENCE ~ RB-QGUJ82
WHY There is no evidence that the emergency lighting system is being properly maintained. DUE 07/12/2024

CATEGORY Management:
Records & Log Books
@ Recommended additional bulk heads to ensure light levels are sufficient throughout the MEDIUM TERM
escape route. Borrowed lighting can no longer be considered as an alternative for BEST PRACTICE

emergency lighting in accordance with BS 5266 Part 1: 2016.
REFERENCE ~ RB-WG8Z4J

WHY Low or no light levels on the escape route could cause injury/delay to evacuating the premises quickly DUE 07/02/2025
and safely. CATEGORY ~ Capital Works: New
LOCATION Externally at fire exits Emergency Lighting

1

-
=

Signs and Notices

© Areall fire exits indicated with fire exits signs, and the escape routes to them clearly and NO
unambiguously indicated with directional signs throughout their length where the direction
changes?
@ Install Fire Exit Keep Clear' signs to the exterior of all fire exits. SHORT TERM
WHY External side of the fire exits have no signage indicating that it is a fire exit and must be kept clear, this BEST PRACTICE

could result in the escape route being blocked/obstructed from the outside and therefore delaying the
occupants form escaping. REFERENCE ~ RB-D6W8M2

LOCATION Externally at fire exits. DUE 07/12/2024
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CATEGORY Repairs: Signage

@ AFire exit sign is required above the alternative rear double-exit which is used as a fire exit SHORT TERM
when the single exit to the right is obstructed during music/stage events. m
WHY To inform occupants of an alternative fire exit which could otherwise result in a delay of exiting the

REFERENCE RB-V82USK
DUE 07/12/2024
CATEGORY Repairs: Signage

building.
LOCATION Rear double doors to field

@ The fire exit sign/emergency light was obscured by drapes. Ensure that all signage/ SHORT TERM
emergency lights are not covered. m
WHY This could result in a delay of occupants exiting the building.

REFERENCE ~ RB-H12KD3
DUE 14/11/2024
15 CATEGORY Management:
Housekeeping

LOCATION Above side fire exit

@ Are lifts that continue to operate during a fire alarm appropriately signed on the outside with NO LIFTS
"DO NOT USE" signs?

Fire Detection & Warning

@® Are manual fire alarm Call Points conspicuous and easily accessible, or at least well indicated YES
by appropriate signage?

@ No Call Points

© s the means of detecting a fire and raising the alarm suitable for the building design, use, and NO
occupancy?

@ Relocate the smoke alarm to ceiling level. It is also recommended to relocate it closer to MEDIUM TERM
the electrical distribution boards adjacent to the toilet. BEST PRACTICE
WHY The alarm is positioned too low which can be by passed by smoke resulting in a delay in the activation REFERENCE  RB-714P6A
of the alarm. DUE 07/12/2024

LOCATION ~ Main hall )

CATEGORY Capital Works: Alarm

Installation
@ Recommend to replace the existing 2 x smoke alarms with 5 x BS5839:Part 6 2019 Grade MEDIUM TERM
F1 (the battery must be tamper-proof and last the full life of the alarm) wirelessly BEST PRACTICE

interlinked Smoke Detectors.
REFERENCE ~ RB-SZAS7E
WHY To provide increased audibility throughout upon activation of 1 x smoke detector and to prevent DUE 07/02/2025

occupiers from removing or tampering with a user-replaceable battery. CATEGORY
LOCATION At ceiling level adjacent to electrical distribution boards, kitchen, far end of hall, in each toilet.

Capital Works: Alarm
Installation
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@ Confirmation is required to ensure that regular testing as per the recommendations of BS
5839-6:2019+A1:2020 of the fire detection system installed is being carried out. Grade D
smoke/heat alarms should ideally be tested monthly with records kept. All detectors must
be cleaned at least annually. Testing and maintenance must be in accordance with the
manufacturer’s instructions. Responsible persons can self-certify that this has been
completed.

WHY To ensure that the smoke/heat alarms are in accordance with BS5839-6 and the system is in a good
working order and no defects are present and the system is fault free.

©® Where the fire alarm system is interfaced with other features (fire doors/shutters, escalators,
lifts etc) has a cause and effect document been produced?

© s the fire alarm panel easily accessible, free of any current or reoccurring faults, and is a zone
plan displayed adjacent to it?

Portable and Fixed Firefighting Equipment

® s portable fire fighting equipment installed appropriate to the risk and adequately signed?

@ Fit additional extinguisher: 1 x Co2 2kg to cater for band electrical equipment.

WHY Insufficient number of fire extinguishers could mean a delay that would result in a fire growing past the
size that a portable extinguisher could fight.
LOCATION Adjacent to Fire exit at end of hall

All extinguishers are either conspicuous or indicated with a sign where they are not.

Other than where highlighted, Fire extinguishers are located at final exits. These are
conspicuous and have instructional signage above and were last serviced by MC Fire
Protection in February 2024.

©® Where fire suppression systems are installed, do records show that they are being tested,
serviced, and maintained?

@ Are there any other fire safety systems or equipment installed, including smoke vents/curtains
and fire shutters, and are there records to show that they are being tested, serviced, and
maintained?

©® Where sprinklers are installed, is there clear space of at least 0.5 metres between sprinkler
heads and storage that could restrict it's effectiveness in the event of fire

Fire-fighter provisions

© s access suitable for fire appliances?
There is suitable access for the fire and rescue service around the site and clear of
obstructions
© Are there fire hydrants on site (where privately maintained and not on the public highway),
and are they visible, free from obstruction and maintained?

There are no fire hydrants on site - Hydrants are installed on the public highway within the
locality.

RB-61GPGV — 25/10/2024 — FRITWELL VILLAGE HALL CIO 13

SHORT TERM

REFERENCE ~ RB-YIAX53

DUE 07/12/2024

CATEGORY Management:
Records & Log Books

N/A

N/A

NO
SHORT TERM
BEST PRACTICE

REFERENCE ~ RB-71S4NH

DUE 07/12/2024

CATEGORY Capital Works: Other
Capital

NOT INSTALLED

NOT INSTALLED

NA

YES

NO

2

—_
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Dangerous substances

@ If dangerous substances are, or could be used, has a risk assessment been carried out as
required by the Dangerous Substances and Explosive Atmospheres Regulations 2002?

©® Are oxygen cylinders well ventilated and stored away from heat sources and combustible
materials?

Hazards introduced by outside contractors and building works

© Arefire safety conditions imposed on outside contractors including satisfactory control of hot
works and a suitable policy in place?

@ Ensure a system is in place that includes an approved list of contractors following a hot
works permit process.

WHY Currently no permit process is in place for contractors carrying out future hot works on the premises.
Contractors may introduce hazards if they have poor systems of work, placing users of the building in
additional risk.

Management of Fire Safety

© s there appropriate liaison with the fire and rescue service e.g. by local fire crews visiting for
familiarisation visits?

© Does the fire evacuation policy include arrangements for ensuring that the premises have
been evacuated, including any disabled people who may be present, and where people
should assemble?

There is a suitable fire assembly point identified on the fire action notices, the assembly
point is located on the grass verge by the pavement.

The potential for disabled persons to visit the village hall is possible. However, it would be
reasonable to consider these persons would egress the same way as accessing. Hirers are

responsible for their own arrangements. During non-hired events, FVH users would assist

any persons with limited mobility.

© Are suitable procedures in place to summon the fire service and manage an evacuation
(including the less-able)?

Fire safety information is displayed on the notice board.

® Do on going routine inspection of the fire precautions take place and include checking
gangways, opening fire exit doors, and checking external parts of the route including external
escape stairs?

@ Fire Exits should be checked periodically by a competent person to ensure they are
unobstructed and open freely.
WHY Fire exits not being regularly checked could hinder occupants from safely escaping to a place of

ultimate safety.
LOCATION Double fire exit from main hall to front of building.

© s there a documented fire plan in place that includes summoning and meeting the fire and
rescue service and informing them of any hazards relating to fire-fighters?
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N/A

N/A

NO

MEDIUM TERM
BEST PRACTICE

REFERENCE RB-GXFQJ4

DUE 07/02/2025

CATEGORY Management:
Records & Log Books

N/A

YES

YES

NO

SHORT TERM

REFERENCE ~ RB-BDAG98

DUE 07/12/2024

CATEGORY Management:
Records & Log Books

NO
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@ Thedisplayed Fire Action Plan is out of date. It describes the location of a phone box SHORT TERM
outside the George & Dragon pub which no longer exists. It should also specify to ALWAYS m
check toilets to ensure nobody is in there. The Fire Action Notice/s should also be replaced

. - o - . , . REFERENCE ~ RB-XZBMRN
(with versions ommitting the section 'how to operate athe fire alarm') as they give false

DUE 07/12/2024
information instructing occupants to operate the nearest alarm call point when there are (ATEGORY  Management:
no call points. Records & Log Books
WHY An out of date/misleading documented fire plan could result in a delay of raising the alarm (i.e. Shout
"FIRE"), summoning of the fire and rescue service and delaying occupants from evacuating the building.
ories 221 |
=

There are no formal arrangements for summoning the fire and rescue; however should an

incident occur, the hall occupants will contact the emergency services. The respective

hirer would be responsible for contacting the fire service when no committee members

are present.

© Are staff trained in the procedures, including additional training for appointed people such as NO
Fire Marshals, and suitable assessment of the risk to any young persons employed?

No staff

@ Are the procedures practiced regularly during fire drills? NO
Fire evacuation drills are not required.

@ Are visitors and contractors given appropriate fire safety instruction including procedures in YES

the event of a fire?
Fire safety information is displayed on the notice board.
©® Where applicable, does the manager understand the interaction of fire safety procedures and N/A
systems between their premises and adjoining premises
© Are suitable day-to-day fire safety arrangements properly implemented and recorded in a fire NO
log book? (including the logging of regular tests and fires/near-misses)?
@® Inprocess NO TIMESCALE
NO SEVERITY

REFERENCE ~ RB-TN34VA

DUE No Due Date
@ A full maintenance procedure and policy to be implemented and followed for all SHORT TERM
equipment and records kept. We were informed that this is in process and due to m

implemented in the very near future pending receipt of this assessment.
REFERENCE  RB-ESF7XR
WHY No indication of standard of equipment in the premises DUE 07/12/2024

CATEGORY Management:
Records & Log Books

© Have there been any enforcement action and/or issuing of notices by enforcing authorities? NO

The assessor had no knowledge of any enforcement action undertaken.
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5 ACTION PLAN

Ensure high housekeeping standards are in place and effectively managed to ensure they are maintained day to day, keeping all
walkways, escape routes and final exits clear at all times. Remove plant plots from outside fire exit.
Escape routes that are obstructed can hinder the safe egress of occupants and could result in injury.

REFERENCE RB-WVX7SH
SEVERITY Serious
LOCATION Fire exit to front

DUEBY / ASSIGNED TO COMPLETED ON / BY
14 November 2024

The alternative rear double-exit which is used as a fire exit when the single exit to the right is obstructed during music/stage
events. MUST be unbolted during occupation at these types of events with a sterile area of a minimum of 2 metres being
maintained to allow egress in an emergency.

To allow quick egress and there be no reliance on having to slide multiple bolts/devices which can become difficult to open in an
emergency.

REFERENCE RB-K3I85G
SEVERITY Serious
LOCATION Rear double doors to field

DUE BY / ASSIGNED TO COMPLETED ON /BY
14 November 2024

The fire exit sign/emergency light was obscured by drapes. Ensure that all signage/emergency lights are not covered.
This could result in a delay of occupants exiting the building.

REFERENCE RB-H12KD3
SEVERITY Serious
LOCATION Above side fire exit

DUE BY / ASSIGNED TO COMPLETED ON /BY
14 November 2024

A Fire exit sign is required above the alternative rear double-exit which is used as a fire exit when the single exit to the right is
obstructed during music/stage events.
To inform occupants of an alternative fire exit which could otherwise result in a delay of exiting the building.

REFERENCE RB-V82USK
SEVERITY Serious
LOCATION Rear double doors to field

DUE BY / ASSIGNED TO COMPLETED ON / BY
7 December 2024

A full maintenance procedure and policy to be implemented and followed for all equipment and records kept. We were informed
that this is in process and due to implemented in the very near future pending receipt of this assessment.
No indication of standard of equipment in the premises

REFERENCE RB-E8F7XR
SEVERITY Serious

DUEBY / ASSIGNED TO COMPLETED ON / BY
7 December 2024
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Confirmation is required to ensure that regular testing as per the recommendations of BS 5839-6:2019+A1:2020 of the fire
detection system installed is being carried out. Grade D smoke/heat alarms should ideally be tested monthly with records kept.
All detectors must be cleaned at least annually. Testing and maintenance must be in accordance with the manufacturer’s
instructions. Responsible persons can self-certify that this has been completed.

To ensure that the smoke/heat alarms are in accordance with BS5839-6 and the system is in a good working order and no defects
are present and the system is fault free.

REFERENCE RB-YIAX53
SEVERITY Serious

DUE BY / ASSIGNED TO COMPLETED ON /BY
7 December 2024

FVH should check that the unsatisfactory findings have, or are being addressed.
The system has been inspected in the last 5 years on 10.10.2025, but is recorded as "unsatisfactory"

REFERENCE RB-NF7G87
SEVERITY Serious

DUEBY / ASSIGNED TO COMPLETED ON / BY
7 December 2024

Fire Exits should be checked periodically by a competent person to ensure they are unobstructed and open freely.
Fire exits not being regularly checked could hinder occupants from safely escaping to a place of ultimate safety.

REFERENCE RB-BDAG98
SEVERITY Serious
LOCATION Double fire exit from main hall to front of building.

DUE BY / ASSIGNED TO COMPLETED ON / BY
7 December 2024

Fit additional extinguisher: 1 x Co2 2kg to cater for band electrical equipment.
Insufficient number of fire extinguishers could mean a delay that would result in a fire growing past the size that a portable
extinguisher could fight.

REFERENCE RB-71S4NH
SEVERITY Best Practice
LOCATION Adjacent to Fire exit at end of hall

DUEBY / ASSIGNED TO COMPLETED ON / BY
7 December 2024

Install 'Fire Exit Keep Clear' signs to the exterior of all fire exits.
External side of the fire exits have no signage indicating that it is a fire exit and must be kept clear, this could result in the escape
route being blocked/obstructed from the outside and therefore delaying the occupants form escaping.

REFERENCE RB-D6W8M2
SEVERITY Best Practice
LOCATION Externally at fire exits.

DUE BY / ASSIGNED TO COMPLETED ON / BY
7 December 2024

Not all emergency lights were working.
Low or no light levels on the escape route could cause injury/delay to evacuating the premises quickly and safely.

REFERENCE RB-URHJ2X
SEVERITY Serious

DUE BY / ASSIGNED TO COMPLETED ON / BY
7 December 2024
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Relocate the smoke alarm to ceiling level. It is also recommended to relocate it closer to the electrical distribution boards
adjacent to the toilet.
The alarm is positioned too low which can be by passed by smoke resulting in a delay in the activation of the alarm.

REFERENCE RB-714P6A
SEVERITY Best Practice
LOCATION Main hall

DUE BY / ASSIGNED TO COMPLETED ON / BY
7 December 2024

The displayed Fire Action Plan is out of date. It describes the location of a phone box outside the George & Dragon pub which no
longer exists. It should also specify to ALWAYS check toilets to ensure nobody is in there. The Fire Action Notice/s should also be
replaced (with versions ommitting the section 'how to operate athe fire alarm') as they give false information instructing
occupants to operate the nearest alarm call point when there are no call points.

An out of date/misleading documented fire plan could result in a delay of raising the alarm (i.e. Shout "FIRE"), summoning of the
fire and rescue service and delaying occupants from evacuating the building.

REFERENCE RB-XZBMRN
SEVERITY Serious

DUE BY / ASSIGNED TO COMPLETED ON /BY
7 December 2024

The emergency lighting system must be subjected to routine testing and maintenance, so that faults and major shortcomings are
identified by this means, as stated by BS5266. Emergency lighting system is not being properly maintained.
There is no evidence that the emergency lighting system is being properly maintained.

REFERENCE RB-QGUJ82

DUE BY / ASSIGNED TO COMPLETED ON / BY
7 December 2024

Designate an outside smoking area ideally away from the building and away from bins or any accumulation combustible
materials.
Smokers have no designated place to smoke and are choosing to smoke near bins and a fire exit

REFERENCE RB-98QDAK
SEVERITY Best Practice
LOCATION Externally at maine entrance/exit

DUEBY / ASSIGNEDTO COMPLETED ON/BY
7 February 2025

Ensure a system is in place that includes an approved list of contractors following a hot works permit process.
Currently no permit process is in place for contractors carrying out future hot works on the premises. Contractors may introduce
hazards if they have poor systems of work, placing users of the building in additional risk.

REFERENCE RB-GXFQJ4
SEVERITY Best Practice

DUEBY / ASSIGNEDTO COMPLETED ON/BY
7 February 2025
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It is recommended to store the bins further away from entrance/exit which could be chained to the fence at grassed area.
Bins are found to be close to the building and not locked, leaving them susceptible to arson and the risk of fire from arson
spreading to the building.

REFERENCE RB-8YU22C
SEVERITY Best Practice
LOCATION Adjacent to main entrance/exit

DUEBY / ASSIGNED TO COMPLETED ON / BY
7 February 2025

Recommend to replace the existing 2 x smoke alarms with 5 x BS5839:Part 6 2019 Grade F1 (the battery must be tamper-proof
and last the full life of the alarm) wirelessly interlinked Smoke Detectors.

To provide increased audibility throughout upon activation of 1 x smoke detector and to prevent occupiers from removing or
tampering with a user-replaceable battery.

REFERENCE RB-SZAS7E
SEVERITY Best Practice
LOCATION At ceiling level adjacent to electrical distribution boards, kitchen, far end of hall, in each toilet.

DUEBY / ASSIGNED TO COMPLETED ON / BY

7 February 2025

Recommended additional bulk heads to ensure light levels are sufficient throughout the escape route. Borrowed lighting can no
longer be considered as an alternative for emergency lighting in accordance with BS 5266 Part 1: 2016.
Low or no light levels on the escape route could cause injury/delay to evacuating the premises quickly and safely.

REFERENCE RB-WG8Z4)
SEVERITY Best Practice
LOCATION Externally at fire exits

DUEBY / ASSIGNEDTO COMPLETED ON/BY
7 February 2025

There were drapes/curtains observed at fire exits. We were unable to confirm that the drapes/curtains have either been treated
with fire retardant materials or that they are manufactured using fire retardant materials.
Confirmation is required that the drapes/curtains are manufactured or have been treated using fire retardant materials.

REFERENCE RB-LNPE4N
SEVERITY Best Practice

DUEBY / ASSIGNEDTO COMPLETED ON/BY
7 February 2025

In process.
REFERENCE RB-TN34VA

DUE BY / ASSIGNED TO COMPLETED ON / BY
No Due Date
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